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CHAPTER 73

USE, MAINTENANCE, REMOVAL, INSPECTIONS, AND SAFETY OF DAMS
[Prior to 7/1/83, INRC Ch 7]
[Prior to 12/3/86, Water, Air and Waste Management[900]]

DIVISION |
USE AND MAINTENANCE OF DAMS

567—73.1(109,455B) Operating plan for dams with movable structures.

73.1(1) Whenapproval of operating plarequired. An operating plan approved by the department
shall berequired for any dam exceeding the thresholds established in rule 567—71.3(455B) if the dam
has movable structures which must operate during floods or to release a minimum downstream flow, o
the impoundment water level is raised or lowered regularly or periodically.

73.1(2) Procedures for approval of operating plan

a. Form of reviewRequests for approval of an operating plan shall be submitted and reviewed in
the following manner:

(1) Whereoperating plan is related to proposed constructitfiran operating plan is required for a
proposed new dam or because of proposed structural modification of an existing dam, the operating
plan will be reviewed as part of the department review of construction plans which are required by
567—Chapters 70 to 72. Approval of the proposed operating plan will be made a part of the depart-
ment permit, which approves the construction plans.

(2) Whereoperating plan is not related to proposed constructibran operating plan is required
because of a change in use of a dam and is not related to proposed structural modification of the dan
the proposed operating plan should be submitted to the department in writing together with departmen
application Form 36, described in rule 567—70.3(455B). The applicant should indicate on Form 36
that structural modification of the dam is not proposed.

(3) General review procedaes. Applications shall be reviewed in accordance with the procedures
in 567—Chapter 70.

b. Information requiredor review.An application for approval of an operating plan shall be sup-
ported by written information identifying personnel responsible for operation of the dam, the circum-
stance under which gates or other movable structures must operate, the method of operation, and tf
method ofdischarge measurement. These requirements are more fully described in department Bulle-
tin No. 16.

73.1(3) Criteria for approval.

a. Requiredindings. The department will approve a proposed operating plan only after the fol-
lowing findings are made:

(1) The proposed operating plan complies with the statutory criteria set forth in lowa Code section
455B.275, considering the purposes of regulation set forth in lowa Code section 455B.262 and the ef
fects to be considered under lowa Code section 455B.264.

(2) The proposed operating plan complies with the criteria in chapter IX of department Bulletin
No. 16.

b. Anticipation of changed circumstances.applying the approval criteria in paragrdph of
this subrule, consideration shall be given to both existing conditions and potential future conditions
which can reasonably be anticipated at the time the application is reviewed.

567—73.2(109,455B) Raising or lowering of impoundment levels.

73.2(1) When approval requiredA separate approval is required to temporarily or permanently
raise or lower the level of water impounded by a dam which exceeds the thresholds of rule
567—71.3(455B)nless the raising and lowering has been authorized as part of an approved operating
plan. Such approval shall be in the form of a letter authorizing the lowering or raising and may be con-
ditioned upon various requirements.
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73.2(2) Procedurefor approval of raising or lowering impoundment water levé®eview proce-
dure shall be as provided for operating plans in subrule 73.1(2) except that the applicant shall submit
the following additional information:

a. The date raising or lowering will be initiated, the level to which the impoundment will be
raised or lowered, and, if temporary, the anticipated date when the normal water level will be restored.

b. Evidence that during raising of the water level the required minimum downstream release rate
will be maintained.

c. Evidence that the discharge rate during lowering will not exceed the capacity of the stream
channel below the dam.

73.2(3) Criteria for approval of raising or lowering impoundment water levdlke criteria for
approvalare the statutory criteria for approval of operating plans identified in subrule 73.1(3). In addi-
tion, as a condition of approving temporary or permanent raising or lowering of water levels, the appli-
cant may be required to give prior notice to the director of the local county consebestidror local
enforcement officer for the department and publicize the lowering locally in order to notify down-
streamusers, persons who have boats or docks on the impoundment and other persons whose use of the
impoundment might be affected.

567—73.3to 73.9 Reserved.

DIVISION Il
ABANDONMENT AND REMOVAL OF DAMS

567—73.10(109,455B) Abandonment prohibitedThe abandonment of a dam, or the intent to per-
manently cease or cause to cease all acts of construction, operation, and maintenance of a dam, is pro-
hibited. If any person wishes to be relieved of the responsibilities inherent in the ownership or control

of a dam structure, those responsibilities shall be undertaken by another person through sale, transfer or
other means or the dam shall be removed.

567—73.11(109,455B) Removal of dams.

73.11(1) When apmval required Agency approval is required to remove any dam which exceeds
the thresholds in rule 567—71.3(455B).

73.11(2) Procedures for approving removal of dams

a. Information requied. To request approval to remove a dam the applicant shall submit a writ-
ten statement including the following:

(1) Identification of the structure by name and location.

(2) Identification ofthe owner and, if the applicant is not the owner, evidence of authority to act for
the owner.

(3) The purpose for removal of the dam.

(4) Methods to be used in drainage of the impoundment and removal of the structure and appurte-
nances.

(5) Proposed final disposition of the impoundment site.

(6) Names, mailing addresses and location of the immediate upstream, downstream and adjacent
landowners and occupants and, in addition, names and mailing addresses of other landowners and oc-
cupantswvho the director or council, after reviewing the proposal, believes will have a substantial inter-
est in or will be substantially affected by removal of the dam.

b. Form of reviewAgency review process shall be as provided for review of operating plans in
73.1(2fa” (2) and (3).

c. Criteria for approval. Criteria for approval of removal of a dam are the statutory criteria for
approval of operating plans identified in 73.1(3).
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d. Waiver of procedures for requesting approval to remove certain garat. If a dam to be
removed iglassified as “low hazard” and is not a “major structure” as defined in 567—Chapter 70, the
department may waive the requirements of paragraghand“b” of this subrule and approve re-
moval by letter in response to oral or written notice of intent to remove the dam.

567—73.120 73.19 Reserved.

DIVISION 1lI
INSPECTION OF DAMS

567—73.20(109,455B) Scope and purposes of dam safety inspection program.

73.20(1) Scope of dam safety inspectioagnam Dams subject to inspection under these rules are
all dams which exceed the thresholds in rule 567—71.3(455B) and certain preexisting dams as de
scribed in73.21(3). The scope of department staff field inspections normally is limited to visually ob-
servable features of dams and their appurtenant structures.

73.20(2) Purposes of dam safety inspection progralrhe general purposes of inspections are as
follows: toevaluate the construction, operation, and maintenance of dams; to identify observable defi-
ciencies in dams or appurtenant structures; and to identify other flood plain structures or uses whick
may affect the hazard class of a dam or use of an associated impoundment. Inspection reports will b
used by the degtment in determining whether a proposed dam project complies with applicable crite-
ria, and to determine whether the following conditions exist:

a. A permit violation;

b. A violation of law which requires that a permit be obtained,;

c. A condition which constitutes a public nuisance by causing unacceptable risk of injury to the
public health, safety or welfare.

567—73.21(109,455B) Types of inspections; when inspections are made.

73.21(1) Inspections of major dam structures

a. Inspectiorprior to construction.A field inspection shall be made by agency staff to determine
the hazard class and verify the location and plan information upon receipt of an application for approv-
al of construction or modification of a major dam structure under 567—Chapters 70 to 72.

b. Inspection during constructiorConstruction or modification of a major dam structure shall
be supervised and inspected as provided in Chapter VI of department Bulletin No. 16.

c. Acceptanc@spections.When construction of a major dam structure or modifications thereto
is essentially completed, and as-built plans and a construction report have been submitted, the agenc
staff shall make a field inspection to determine whether visually observable features of the dam and
appurtenanstructures are consistent with the approved plans and the conditions of the agency approv-
al order. The department shall thereafter issue a letter stating that the dam is accepted or that addition
work is required for acceptance of construction. Filling of the impoundment shall not begin until the
department has issued the letter of acceptance.

d. Periodic inspections after acceptance.

(1) Inspections by department personngll major structures shall be inspected by agency staff
on a regular basis. The department staff shall notify the dam owner or agent before each inspectior
High hazard structures shall be inspected at least once every two years. Major structures not classifie
as high hazard shall be inspected at least once every five years. Structures in poor condition shall b
inspectednore frequently until required repairs are completed. Each inspection shall assess the condi-
tion of the dam and appurtenant structures and the adequacy of operation and maintenance practices.
warrantedthe inspection may include reevaluation of the ability of the dam and appurtenant structures
to adequately withstand the hydraulic loadings and pass the appropriate design floods.
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(2) Maintenance inspections by owndhe owner of a major structure shall be responsible for
annual inspections and submission of written inspection reports as provided in Chapter VI of depart-
ment Bulletin No. 16.

73.21(2) Inspections of dams other than major structures

a. Preliminary site evaluationDepartment personnel may evaluate the site of a proposed dam
other than a major structure from maps and aerial photographs in lieu of a field inspection.

b. Inspection during constructiorthe applicant shall be responsible for providing supervision
of construction by a person experienced in the type of construction involved. The applicant shall sub-
mit written natification of the name and business address of the person responsible for supervising
construction.

c. Inspections after construction.

(1) Dams with approved operating plans shall be inspected by department personnel at least once
every five years. Any problems noted shall be reported to the owner in writing.

(2) All other dams which exceed the thresholds in rule 567—71.3(455B) may be periodically in-
spected by department personnel to determine their condition. Any serious problems noted shall be
reported to the owner in writing.

(3) Rescinded IAB 2/20/91, effective 3/27/91.

73.21(3) Preexisting damsPreexisting dams are dams whose dimensions exceed the thresholds in
rule 567—71.3(455B) but which were constructed and most recently modified before enactment of
law requiring that approval be obtained for construction or modification.

a. Inventory and classification of certain preexisting daifise U.S. Army Corps of Engineers,
in cooperation with the department engineering staff, under the authority of the National Dam Safety
Act, P.L. 92-367, have compiled an inventory of all known dams in lowa having a permanent storage
capacity inexcess of 50 acre-feet. The inventory process included assignment of hazard classifications
consistent with the hazard classifications in 567—subrule 72.3(2).

b. Inspection of preexisting dams.

(1) Major structues. Preexisting dams which are on the National Dam Safety Inventory and have
dimensions which exceed the thresholds for major structures as defined in 567—Chapter 70 will be
inspected by department personnel as provided in 73'81(1)

(2) Other preexisting damdPreexisting dams not classified as major structures are subject to in-
spection in the circumstances described in 73.23(1) to 73.23(3).

567—73.22(109,455BPuty of dam owner to maintain, investigate, inspect and reportThe own-

er of a dam has a responsibility to maintain the dam and appurtenant structures in a safe condition. The
owner should perform regular inspections to identify potential maintenance problems. The owner of a
dam which exceeds the thresholds in rule 567—71.3(455B) will be required by the department to ar-
range for performance of engineering investigations when needed to evaluate potential safety prob-
lems. Inany case where the department determines the need for follow-up inspections, the dam owner
may be required to have a qualified person make inspections and prepare written inspection reports at
specified intervals.

567—73.23(109,455B) Special inspections and investigatioi@pecial inspections and investiga-
tions shall be made by department personnel in the following instances:

73.23(1) Upon notice or evidence of unauthorized construction;

73.23(2) Upon notice or evidence that a dam has failed or is in a condition where failure appears
likely, and public damages would result from such failure;

73.23(3) Upon notice or evidence that the hazard classification of a dam may no longer be valid due
to changed downstream conditions;

73.23(4) At the time renewal of a storage permit is being considered if the dam has not been in-
spected within the previous year.
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567—73.24(109,455B) Inspection lpthers. At the discretion of the department, an inspection re-
port submitted by a qualified individual may be accepted in lieu of an inspection and report by the
agency staff.

567—73.25(109,455B) Access for inspections a condition of construction approv&h agency

order which authorizes construction or modification, operation and maintenance of a dam for which
postconstruction inspections are required by these rules shall include a condition stating that agenc
personnel shall have access to the dam site for such inspections.

567—73.26(109,455B)nspection reports. Agency personnel shall prepare a report of each inspec-
tion and provide a copy to the owner of the dam. An annual summary report of all dams inspected
during the year shall be presented to the department.

567—73.270 73.29 Reserved.

DIVISION IV
DESIGNATION OF UNSAFE DAMS

567—73.30(109,455B) Procedures for designation of a dam as unsafe.

73.30(1) Agency staffaport If after inspection and other investigation the agency staff determines
that adam is unsafe, the staff shall prepare a report and provide copies to the owner of the dam and an
other person whom the report identifies as responsible for the unsafe condition of the dam. The staf
report shall identify the problems which cause the dam to be unsafe and recommend action to remed
the unsafe condition.

73.30(2) Opportunity for commentThe department shall provide the owner or other responsible
person with a reasonable opportunity to comment on the staff report considering the degree and immi
nence of hazard identified in the staff report.

567—73.31(109,455B) Criteria for designating a dam as unsafBesignation of dam as unsafe
may be based on one or more of the following findings:

73.31(1) The dam has serious deficiencies in its design, construction, use, maintenance, or physi-
cal condition which would contribute to failure or otherwise increase flood damages.

73.31(2) The design, construction, operation, or maintenance of the dam is such that its anticipated
performance during flooding conditions is incompatible with an applicable, approved local flood plain
regulation or zoning ordinance adopted prior to the time the dam or its deficiencies were in existence.

73.31(3) The dam has inadequate spillway capacity for the size and hazard class of the dam.

567—73.32(109,455B) Agency action concerning an unsafe dafifter completion of the proce-
dures in 73.30(109,455B), the department shall issue an initial decision which may order remedial
work depending on the degree and imminence of hazard caused by the unsafe condition. Remedi:
work may include draining of the impoundment or removal of any structure determined to constitute a
public nuisance. Procedures for appealing an initial decision are the procedures in 567—70.6(455B)
If the initial decision requires emergency remedial work to abate an imminent danger of failure which
would cause significant public damages as defined in 567—Chapter 70, the director may request the
assistance of the attorney general to seek an appropriate judicial order compelling performance o
emergency remedial work.

The rules in this chapter are intended to implement lowa Code sections 109.15, 455B.275,
455B.277, 455B.264 and 17A.12.

[Filed 10/9/75, Notice 8/25/75—published 10/20/75, effective 11/24/75]
[Filed 2/23/82, Notice 12/9/81—published 3/17/82, effective 4/21/82]
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[Filed emergency 6/3/83—published 6/22/83, effective 7/1/83]
[Filed 12/2/83, Notices 6/22/83, 7/20/83—published 12/21/83, effective 1/25/84]
[Filed emergency 11/14/86—published 12/3/86, effective 12/3/86]
[Filed 2/1/91, Notice 11/14/90—published 2/20/91, effective 3/27/91]

CHAPTER 74

MILLDAMS AND RACES
[Prior to7/1/83, INRC Ch 6]
[Prior to 12/3/86, Water, Air and Waste Management[900]]
Rescinded IAB 2/20/91, effective 3/27/91.



